UNIVERSITETET I BERGEN

Geofysisk Institutt
|
Project: BIAC
RDI ADCP 300kHz
no 10142 Location:
20ometer
Position: N 6141,000 W 009 11,000
45" Spherical buoy . 816
buoyancy 300kg Depth: m
Deployment: 14 mai 2008
XX Retricval:
Comments:

: ** 5 meter tatt bort p.g.a. skade
"SBE-37 20lm no 4013 (Svein

200m Thermistor no 13867
190m Thermistor no 13838
180m Thermistor no 13869
170m Thermistor no 13857
160m Thermistor no 13861

Kevlar
110meter :
BSBE-37 150m no 5447
{ SBE-39 148m no 3567
g
140m Thermistor no 13863
SBE-37 10Im no 5398
RCM-7  100m
no. 6196
GFI
Kevlar
80meter SBE-37  2lm no 5399
1 45" Spherical buoy with in line frame 300kg buoyancy
1 RDI ADCP 300 kHz (in inline frame)
4 Shackle Stainless steel 316 3.25t
= RCM-7 20m 1 3 Ton Swivel
no. 11064
Kevlar 2 Kause PAM quel GFI
15.5meter 110 | 11mm Kevlar Line
2 Kause PAM model GFI
3 Ton 80 11mm Kevlar Line
Swivel
6 Thermistor recorder
Acoustic Release T SEE 35T
AR 261 no. 50 3 | SBE.37
e ) int: 9636 2 | RCM-7 _AADI
8mm Steel Wire Rel: 9635

17 meter Kause PAM model GFI

—

.5 | 11mm Kevlar Line 15.5 meter

2
5
4 Shackle Stainless steel 316 3.25t
1
1

3 Ton Swivel

Acoustic Rel Oceano
1 S10 Frekhaug stainless steel, ring for release
1 Kause 18mm_steel galvanic
1 Kause 18mm_stainless steel ,

1.5m| Rope Polypropylen 18mm 6m

2 Shackle Red pin 2 t

1.5m| Chain 15mm steel galvanic

1 Anchor 450kg wet weight




