UNIVERSITETET I BERGEN
Geofysisk Institutt

Undervisningstokt feb.2014

Project:

Location: Fordefjorden
Sub-surface Float i, N 61 28.9 E005 20.2
SS-28 buoyancy 133kg Position:

Depth: Depth 295 m

Deployment: 31.01.2014 kl. 19:30 UTC

Recover:

Comments:

Aadi Seaguard

s/n 1405 start i nstrument:31.02.2014 kl. 1800 utc

Kevlar line
255m

¢ Sub-Surface Float,
3 2 Glass Spheres

i 50kg buoyancy

Aadi Seaguard
s/n 1417

1 stk | Sub-Surface Float, ss-37 buoyancy 316 kg

3 stk | Sub-Surface Float, Glass Spheres 25kg

Kevlar

10m 1m | Chain 20mm steel galvanic

Acoustic Release

s/n 948 12 | Shackle Red pin 1,5t
Int: 1812 3m | Chain 10mm steel galvanic
Rel: 1855

2 stk | Seaguard

1 stk | Acoustic Release Oceano

Shackle Red pin 3.25 t

sm Chain S10 Frekhaug stainless steel, ring for release

1omm Kause 18mm steel galvanic

¢ Kause 18mm (POM Gl )

Rope Polypropylen 20mm

Shackle Red pin 2 t

Chain 15mm steel galvanic
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Anchor Steel 200kg wet weight




