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2 m chain
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Microcat SBE-37
s/n: 4446
50 m above bottom

Vitrovex
432mm
’ glass spheres

AADI RCM-7
s/n: 12043
40 m above bottom

SBE-39
s/n: 3683
30 m above bottom

SBE-39
s/n: 3569
20 m above bottom

Microcat SBE-37
s/n: 5448
10 m above bottom

Seaguard WLR
s/n 501
4 meter above bottom

Acoustic Release
s/n 949

ARM : 1813
REL : 1855

Anchor 350kg

UNIVERSITETET I BERGEN
Geofysisk Institutt
Project:
Location: Van Mijenfjord
Position: N7745.05 E014 40.75
Depth: 70 meter
Deployment: 9. august 2010 time 15:06 UTC
Recover:
Comments:
2 SBE-39
2 Microcat SBE-37
1 AADI Seaguard WLR
1 AADIRCM-7 / 3-Vane / 3-Band
1 Acoustic Release Oceano
3m | Chain 20mm steel galvanic
9m | 11mm Kevlar Line
30m| 11mm Kevlar Line
4m| 11mm Kevlar Line
16 | Shackle Red pin1,5t
2m| Chain 10mm steel galvanic
8 VITROVEX 432mm Glass Spheres, Buoyancy 260 N
4 Shackle Red pin 3.25 t
1 S10 Frekhaug stainless steel, ring for release
1 Kause 18mm_steel galvanic
1 Kause 18mm ( POM Gl )
1m | Rope Polypropylen 20mm
8 Shackle Red pin 2 t
2m| Chain 15mm steel galvanic
1 Anchor Steel 350kg wet weight




